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PRODUCT DATASHEET

 

 

 
 Good lumen output with uniform lighting DALI, TRIAC & PIR

Product Name

Unit:mm

60cm/2ft 600 55 58
55 58
55 58

120cm/4ft 1200

A B C

150cm/5ft 1500
55 58180cm/6ft 1800

Dimensions

AB

C

TECHNICAL DATA

Body

Warranty

Led Type

Degree

Driver

High Quality Metal Housing

3 Year Standard

120° 

High efficiency driver 

COB

Input Voltage (V)

(CRI)

Life Hours

Frequency (Hz)

IP Protection

>80

220-240

50000

50~60HZ

IP20

Power Factor >0.9

PRODUCT DETAILS

Code No Power Luminous Flux Colour Tem. Luminous Effic.
(Im)(w) (K) (Im/W) (mm)

1119x55

1473x55

1755x55

Dimensions

ELM-GLL32WW/NW/CW

ELM-GLL56WW/NW/CW

ELM-GLL62WW/NW/CW

32

56

62

3850

6700

7500

3000/4000/5000

3000/4000/5000

3000/4000/5000

120

120

120

20000h

IP
20

O FN OF

>100000
1-10V

Dimming
200-240V
50/60Hz

ELLUMENO GENTLE LINEAR LIGHT SERIES:
Suspended/Surface Mounted Luminaires


