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Uses
> Outdoor sports fields

> Parking lots

> Construction sites

> Outdoor events

> Stage lighting

> Indoor commercial and industrial spaces

> Security lighting

> Billboards and advertising

> Landscaping and garden lighting

> Boating and marine lighting

> Emergency lighting

> Airport runways and aircraft hangars

> Movie and TV production sets

> Photography lighting

> Mining and excavation sites

> Military applications

> Fire and rescue operations

> Search and rescue operations

> Agriculture and farming operations

> Roadway and highway lighting

> Bridges and tunnels

> Large residential properties

> Museums and galleries

> Aquariums and zoo

> Theme parks and amusement parks
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TECHNICAL DATA

Lm/W

110 lm/W

130 lm/W

110 lm/W

130 lm/W

110 lm/W

130 lm/W

110 lm/W

130 lm/W

Lumens output

5,500 lm

6,500 lm

11,000 lm

13,000 lm

16,500 lm

19,500 lm

22,000 lm

26,000 lm

Colour temp(K)

3000K

6500K

3000K

6500K

3000K

6500K

3000K

6500K

Optic

110°

110°

110°

110°

110°

110°

110°

110°

Gross Weight

1.4Kg

1.4Kg

3.1Kg

3.1Kg

3.8Kg

3.8Kg

4.9Kg

4.9Kg

70000h

IP
65

110°120-277V
50/60Hz

• 0.9 Power Factor.
• Surge Protection 1KV, 2KV, 4KV and 6KV.
• LED Manufactured and Model: Samsung (SMD 2835).
• 120 LPW/Efficacy.
• Compact design for four sizes.
• Full wattage 50w, 100w, 150w, 200w.

• Multiple beam angel: 60°, 90°, 110°.
• Color Rendering Index: CRi > 80.
• Operating Temperature: -40+50°C.
• Certifications: CE, ROHS, EMC.
• PC and FROSTED Glass reflector are optional.

Key Features

Dimensions mm

50w 100w 150w 200w

Code Power


